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12 inches nor more than 30 inches above the level surface upon which
the vehicle stands and so aimed that when the vehicle is not loaded
none of the high intensity portion of the light to the left of the center
of the vehicle shall at a distance of 25 feet ahead project higher than
a level of 4 inches below the level of the center of the lamp from which
it comes.
(c) Auxiliary passing lamps.-Any motor vehicle may be equipped
with not to exceed one auxiliary passing lamp mounted on the front
at a height not less than 24 inches nor more than 42 inches above the
level surface upon which the vehicle stands and every such auxiliary
passing lamp shall meet the requirements and limitations set forth
in this Article.
(d) Auxiliary driving lamps.-Any motor vehicle may be equipped
with not to exceed one auxiliary driving lamp mounted on the front
at a height not less than 16 inches nor more than 42 inches above the
level surface upon which the vehicle stands and every such auxiliary
driving lamp shall meet the requirements and limitations set forth in
this Article.
SEOTION 145: Signal Lamps and Signal Devices.-equip vehicle
with-when hand signals not effetive,-(a) Any motor vehicle
may be equipped and when reqvired under this Act shall be
equipped with the following signal lamps and devices:
1. A stop lamp on the rear whih shall emit a red or yellow light
and which shall be actuated upon application of the service (foot)
brake and which may but need not be incorporated with a tail lamp.
2. A lamp or lamps or mechanical signal device capable of clearly
indicating any intention to turn either to the right or to the left and
which shall he visible both from the front and rear.
(h) A stop lamp shall be plainly visible and understandable from
a distance of 100 feet to the rear both during normal sunlight and at
nighttime and a signal lamp or lamps indicating intention to turn
shall he visible and understandable during daytime and nighttime
from a distance of 100 feet both to the front and rear. When a vehicle
is equipped with a stop lamp or other signal lamps, such lamp or
lamps shall at all times be maintained in good working condition.
No stop lamp or signal lamp shall project a glaring or dazzling light.
(c) All mechanical signal devices shall be self-illuminated when
in use at the times specified in Section 129.
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